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PRODUCT SPECIFICATIONS
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Operating Range: 
-40˚ to 725˚ F (-40˚ to 385˚C)

Auto Ignition: 775˚ F (413˚C)

Viscosity: Medium viscosity gel

Safety:

– Contains no peanut oil

– Non-irritating to skin

PACKAGING
4-oz / 118 ml tubes
12-oz / 355 ml bottles
1 gallon / 3.8 liter cubitainer

The auto ignition of vegetable and nut oils,  
such as peanut, will decrease with time and 
temperature under insulation.

The auto ignition of ProTemp’s base fluid will 
increase with time and temperature, reducing 
the risk of under insulation fire.

Echo Ultrasonics® LLC 
774 Marine Drive | Bellingham, WA 98225
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360-671-9121

Providing superior performance, safety and slow vaporization
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Slower vaporization rate for a longer acoustic window

Instantaneous ultrasonic response
Retains viscosity and adhesion on hot probes, hot assets, curved surfaces 
No smoke, vaporization only

Slow drying

No residue, easy removal

Remains pliant for extended period – does not harden

Auto ignition temperature goes up with time at temperature

High Temperature  
Ultrasonic Couplant

ReplacesReplaces
MagnafluxMagnaflux
Sono 600 Sono 600 




